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Fender Block Instructions  1.0.0 

    Part #. 1101-0003, 1101-0004, 1101-0005, 1102-0003, 1102-0004, 1102-0005 

Items Included 

1. 2- Fender Blocks 

2. 2- 5/16-18 x 1.5” Low Profile Bolts 

3. 3- 5/16-18 x .600” Low Profile Bolts 

4. 4– 5/16-18 x.500” Locking Bolts 

Tools Needed 

1. 5/32” Allen Wrench 

2. 1/2” Socket 

3. Blue Thread Locker 

4. Torque Wrench 

1. Remove Mounts and Hardware from package. 

2. For single brake fork legs you will use bolts shown in (Fig 1) 

 

 

 

      For dual brake fork legs you will use bolts shown in (Fig 2) 

 

 

 

 

3. Placing one of the mounts on the leg after applying blue thread locker to    

threads. Insert bolts into holes and tighten down to 15 Ft lbs. (Longer Bolts   are 

used on the rear holes with brake mount) (Fig 3) 

 

 

 

4.   Now place fender in between fork legs , (using the 4 shorter locking 

bolts) install bolts in lower threaded holes using blue thread locker. 

Using a мκнέ socket tighten to 15 Ft lbs.  Complete now go RIDE 

Thank You  
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